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WEEKEND WORK
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WEEKEND

PHASE 1 
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STAIR TOWERS ON 
THE WEEKEND
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No. Date Description

1
GROUND LEVEL PHASING PLAN

2
LEVEL 1 PHASING PLAN

3
LEVEL 2 PHASING PLAN

SHEET NOTES:

1. THE PROPOSED PHASING OF THE REPAIR WORK IS BASED ON MAINTAINING PARKING OPERATIONS DURING THE RESTORATION OF THIS 
PARKING GARAGE. 

2. THE EXTERIOR FAÇADE WORK IS NOT AFFECTED BY THIS PHASING.
3. THE WORK IN SOME AREAS AS NOTED ON THIS DRAWING MUST BE DONE AFTER HOURS OR ON THE WEEKEND. THE CONTRACTOR 

SHALL PROVIDE A SCHEDULE TO THE COUNTY IDENTIFYING THE START AND COMPLETION OF THE DIFFERENT PHASED AREAS. REFER 
TO SPECIFICATION SECTION 01110 “SUMMARY OF WORK – RESTORATION” FOR ADDITIONAL INFORMATION. 
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11.11RETAINING WALL AT 
TUNNEL BELOW 
ADJACENT BUILDING
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BOLLARDS

TYP AT 
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GENERAL LEGEND

INDICATES CONCRETE FLOOR REPAIR (W.I. 3.1) 

INDICATES OVERHEAD CONCRETE  REPAIR (W.I. 4.1) 

CONTRACTOR IS RESPONSIBLE FOR DETERMINING ACTUAL 
EXTENT AND LOCATIONS OF ALL REPAIR AREAS IN 
ACCORDANCE WITH THE SPECIFICATIONS.  WORK ITEMS ARE 
SHOWN ONLY TO REPRESENT THE TYPES OF DETERIORATION.

INDICATES TRENCH DRAIN

INDICATES WORK ITEM NUMBER (SEE 
SPECIFICATION & REPAIR DETAIL SHEETS)

INDICATES CRACK (TO BE VERIFIED IN FIELD) 

0.00

INDICATES AN EXPANSION JOINT TO BE REPLACED. (W.I. 10.7)

INDICATES AN CONSTRUCTION JOINT (C.J.) TO BE REPLACED. (W.I. 11.2)

INDICATES TRAFFIC COATING MEMBRANE RE-COAT (W.I. 16.1)

CAUTION:
THE SUPPORTED FLOOR SLABS HAVE POST-TENSIONING TENDONS. THESE TENDONS ARE NEAR THE FLOOR 
SURFACE. THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN SAWCUTTING , CHIPPING, OR 
WORKING, SO AS NOT TO DAMAGE EXISTING TENDONS OR TENDON SHEATHING. TENDONS MAY BREAK WITH 

EXPLOSIVE FORCE WHEN CUT. CHIPPING WITH 15 LB. HAMMERS SHALL BE USED IN LIEU OF SAWCUTTING NEAR 
SHALLOW TENDONS. HYDRO DEMOLITION IS PROHIBITED. LOCATE ALL TENDONS AND ANCHORAGES AFFECTED 
BY THE WORK PRIOR TO SAWCUTTING OR CHIPPING.

GROUND LEVEL REPAIR PLAN
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GENERAL LEGEND

INDICATES CONCRETE FLOOR REPAIR (W.I. 3.1) 

INDICATES OVERHEAD CONCRETE  REPAIR (W.I. 4.1) 

CONTRACTOR IS RESPONSIBLE FOR DETERMINING ACTUAL 
EXTENT AND LOCATIONS OF ALL REPAIR AREAS IN 
ACCORDANCE WITH THE SPECIFICATIONS.  WORK ITEMS ARE 
SHOWN ONLY TO REPRESENT THE TYPES OF DETERIORATION.

INDICATES TRENCH DRAIN

INDICATES WORK ITEM NUMBER (SEE 
SPECIFICATION & REPAIR DETAIL SHEETS)

INDICATES CRACK (TO BE VERIFIED IN FIELD) 

0.00

INDICATES AN EXPANSION JOINT TO BE REPLACED. (W.I. 10.7)

INDICATES AN CONSTRUCTION JOINT (C.J.) TO BE REPLACED. (W.I. 11.2)

INDICATES TRAFFIC COATING MEMBRANE RE-COAT (W.I. 16.1)

CAUTION:
THE SUPPORTED FLOOR SLABS HAVE POST-TENSIONING TENDONS. THESE TENDONS ARE NEAR THE FLOOR 
SURFACE. THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN SAWCUTTING , CHIPPING, OR 
WORKING, SO AS NOT TO DAMAGE EXISTING TENDONS OR TENDON SHEATHING. TENDONS MAY BREAK WITH 

EXPLOSIVE FORCE WHEN CUT. CHIPPING WITH 15 LB. HAMMERS SHALL BE USED IN LIEU OF SAWCUTTING NEAR 
SHALLOW TENDONS. HYDRO DEMOLITION IS PROHIBITED. LOCATE ALL TENDONS AND ANCHORAGES AFFECTED 
BY THE WORK PRIOR TO SAWCUTTING OR CHIPPING.
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1. CONTRACTOR SHALL VERIFY STRIPING LAYOUT PROVIDED AGAINST EXISTING AND 

MAKE NECESSARY REVISIONS.
2. COST FOR REMOVAL & REPLACEMENT OF STRIPING DUE TO DISCREPANCIES 

BETWEEN PROVIDED PLANS AND EXISTING SHALL BE AT CONTRACTOR'S COST.
3. REMOVE EXISTING STALL STRIPING AND HATCHING AS REQUIRED FOR NEW STALL 

LAYOUTS WITHOUT DAMAGING THE SURFACE TEXTURE OF THE CONCRETE. REFER 
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TO BEGINNING REMOVAL.



STOPSTOP

1

2

3

4

5

6

7

8

MDA B B.5 C E E.5 F H H.5 J J.5 K K.5 LC.8 D.2 GF.8 G.2

L.2 L.3 L.9L

7.9

7.5

MA B.2A0.1

8

8.1

8.5

A.5 B.3 D E.5 H.5 J.5 K.5G

15'-0"     15'-0" 14'-8" 14'-8" 14'-8" 15'-0" 15'-0" 15'-0" 15'-0" 15'-0"    15'-0" 15'-0"

8
1_

2
"

14'-8" 15'-0" 15'-0"15'-0"

241'-6"

8
1_

2
" 8

1_

2
" 8

1_

2
"

 
 
1
6
'-
8
"

1
1
'-
8
"

2
8
'-
8
"

2
8
'-
8
"

2
8
'-
8
"

2
8
'-
8
"

2
8
'-
8
"

2
8
'-
8
"

2
0
0
'-
8
"

4
"

4"

10'-0"

4"

4'-4"

1
0
'-
4
"

4
"

13'-10"5'-9" 10'-6"
6"

V
A

N
V

A
N

6
'-
0

"
1

1
'-
0

"
1

0
'-
4

"

R
7
-8

/R
7
-8

A
R

7
-8

R
7
-8

/R
7
-8

A

TYP

18'-0"

1
0

'-
4

"
6

'-
0

"
1

1
'-
0

"

TYP AT RELOCATED 
PARKING STALLS

45.5

PROVIDE NEW ADA 
SYMBOL IN THE SPACE, 
SEE ADA PAVEMENT 
DETAIL THIS SHEET

SEE NOTE 3, TYPICAL AT 
NEW ADA AND 
STANDARD PARKING 
SPACES

TYP AT EXISTING 
PAVEMENT MARKINGS

45.2

Van
Accessible

1'-0"

2
'-
1

"

6
"

1
"

1
'-
6

"

R7-8

R7-8A

M
O

U
N

T
IN

G

H
E

IG
H

T

RESERVED
PARKING

VAN ADA SPACES CAR ADA SPACES

SEE PLAN SEE PLAN SEE PLAN 9'-0" TYP

BASE LINE

1
'-
0

"

1
8

'-
0

"

4" WIDE WHITE

PAINT STRIPE @ 45°, TYPICAL.

WHITE PAINT

STRIPE (TYP.)

4" WIDE

2'-0"

NOTE:  CONTRACTOR 
SHALL LEAVE TEMPLATE 
WITH OWNER

4" SOLID WHITE, 
UNLESS NOTED 
OTHERWISE.

SOLID BLUE, UNLESS 
NOTED OTHERWISE.

6'-0"

6
'-
0

"

3"

3"

4
"

3
"

5"

R 5"

2
'-
6

"
7

"

3'-9"

R
 1

' -
 4

"
R

 1
' 
- 

8
"

2
'-
3

"

2'-6"

1'-4"

6"

23.00°

8"

3
"

5
"

1'-5 3/4"

4
"

5
"

3"

Date:

Drawn By:

Project Number:

Revisions:

Sheet Description

Sheet Number

Checked By:

P
R

IN
T

E
D

:
F

IL
E

 P
A

T
H

:

11 Ninth Street

Suite 120

Columbus, GA 31901

P. (706) 571-6923

F. (706) 571-6928

4904 EISENHOWER BLVD, SUITE 150

TAMPA FL, 33634
813.885.5800 PH

WWW.WALKERCONSULTANTS.COM

6
/2

8
/2

0
2

1
 1

2
:5

3
:1

8
 P

M
B

IM
 3

6
0

:/
/1

5
-0

0
0
0

-0
0
-T

a
m

p
a
 P

ro
je

c
ts

/T
ro

u
p

_
C

o
_
G

a
ra

g
e

_
R

e
p

a
ir
_
D

o
c
s
-R

2
0
.r

v
t

R-201A

GROUND
LEVEL

RESTRIPE
PLAN

(ALTERNATE)

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

Author

06.30.2021

15-002420.20

ISSUED FOR BID

Checker

No. Date Description

GROUND LEVEL RESTRIPING
PLAN (ALTERNATE)

1

TRUE NORTH

N

S

W

E

ADA SIGN FEDERAL R7-8

02-AG-501 90 ADA STRIPING
DETAIL

10-AG-501 ADA PAVEMENT
MARKING DETAIL

NOTES:
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MAKE NECESSARY REVISIONS.
2. COST FOR REMOVAL & REPLACEMENT OF STRIPING DUE TO DISCREPANCIES 

BETWEEN PROVIDED PLANS AND EXISTING SHALL BE AT CONTRACTOR'S COST.
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NOTED OTHERWISE.
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R-202A

LEVEL 1
RESTRIPE

PLAN
(ALTERNATE)

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

Author

06.30.2021

15-002420.20

ISSUED FOR BID

Checker

No. Date Description

LEVEL 1 RESTRIPING PLAN
(ALTERNATE)

1

TRUE NORTH

N

S

W

E

02-AG-501 90 ADA STRIPING
DETAIL

ADA SIGN FEDERAL R7-8

10-AG-501 ADA PAVEMENT
MARKING DETAIL

NOTES:
1. CONTRACTOR SHALL VERIFY STRIPING LAYOUT PROVIDED AGAINST EXISTING AND 

MAKE NECESSARY REVISIONS.
2. COST FOR REMOVAL & REPLACEMENT OF STRIPING DUE TO DISCREPANCIES 

BETWEEN PROVIDED PLANS AND EXISTING SHALL BE AT CONTRACTOR'S COST.
3. REMOVE EXISTING STALL STRIPING AND HATCHING AS REQUIRED FOR NEW STALL 

LAYOUTS WITHOUT DAMAGING THE SURFACE TEXTURE OF THE CONCRETE. REFER 
TO SPECIFICATION SECTION 099121. CONTRACTOR TO PROVIDE PROCEDURE FOR 
REVIEW BY ENGINEER/ARCHITECT AND A MOCK UP OF AN AREA FOR REVIEW PRIOR 
TO BEGINNING REMOVAL.
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LEVEL 2
RESTRIPE

PLAN

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

GFT

06.30.2021

15-002420.20

ISSUED FOR BID

EBH

No. Date Description

TRUE NORTH

N

S

W

ELEVEL 2 RESTRIPING PLAN
1

NOTES:
1. CONTRACTOR SHALL VERIFY STRIPING LAYOUT PROVIDED AGAINST EXISTING AND 

MAKE NECESSARY REVISIONS.
2. COST FOR REMOVAL & REPLACEMENT OF STRIPING DUE TO DISCREPANCIES 

BETWEEN PROVIDED PLANS AND EXISTING SHALL BE AT CONTRACTOR'S COST.



11.7

TYP AT SLAB 
& CMU WALL 45.4

45.3 TYP AT 
RAILINGS

30.4

TYP

11.7
TYP AT SLAB-ON-GRADE & 
CMU WALL / STAIR & CMU 
WALL

35.5
44.2

15.1

TYP AT STAIR 
& LOBBY

45.4

35.645.8
TYP

35.1

T.A.R. AT CMU 
MORTAR JOINTS

11.7

TYP AT SLAB 
& CMU WALL 45.4

45.3 TYP AT 
RAILINGS

30.4

TYP

11.7
TYP AT STAIR 
& CMU WALL

44.2

15.1

TYP AT STAIR 
& LOBBY

11.1

T.A.R.

45.8
TYP

11.7

TYP AT SLAB 
& CMU WALL 45.4

45.3 TYP AT 
RAILINGS

30.4
TYP

11.7
TYP AT STAIR 
& CMU WALL

35.1

35.6
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15.1

TYP AT STAIR 
& LOBBY

45.8
TYP
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No. Date Description

STAIR/ELEVATOR TOWER -
GROUND LEVEL REPAIR PLAN

1

STAIR/ELEVATOR TOWER - LEVEL
1 REPAIR PLAN

2

STAIR/ELEVATOR TOWER - LEVEL
2 REPAIR PLAN
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TRUE NORTH
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11.7
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& CMU WALL

45.3
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RAILINGS
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45.4

30.4

TYP

45.4

35.2

45.4
45.8

15.1

TYP AT STAIR

44.2

4.1

30.4

TYP

11.7

TYP AT STAIR 
& CMU WALL

45.3

TYP AT 
RAILINGS

45.4 15.1

TYP AT STAIR

44.2

11.7

TYP AT STAIR 
& CMU WALL

45.3
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RAILINGS

30.4

TYP

11.1

T.A.R.
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STAIR
TOWER
REPAIR

PLAN

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
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GOVERNMENT

GFT

06.30.2021

15-002420.20

ISSUED FOR BID

EBH

No. Date Description

STAIR TOWER - GROUND LEVEL
REPAIR PLAN

1

STAIR TOWER - LEVEL 1 REPAIR
PLAN

2

STAIR TOWER - LEVEL 2 REPAIR
PLAN

3

TRUE NORTH

N

S

W

E

7.5
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SPALL OR
DELAMINATION

REMOVE CONCRETE
WITHIN SECTION SHOWN

EXIST. P/T TENDON,
DEPTH VARIES

REINFORCEMENT (TYP.),
LOCATIONS APPROXIMATE.
CLEAN AND APPLY CORROSION
INHIBITOR TO ALL EXPOSED
REINF. PROVIDE 3/4" CLEARANCE
AROUND ALL EXPOSED REINF.

EXIST. CONCRETE 
SLAB

ORIGINAL SURFACE

SAWCUT PATCH
PERIMETER 1/2" (TYP.)

VARIES LATEX 
MODIFIED
CONCRETE

  2
"
-4

"

6
 1

/2
" 

R
O

O
F

 
 

5
 1

/2
" 

T
Y

P
.

TRAFFIC TOPPING AS INDICATED ON THE 
TOP LEVEL. EXTEND 8 INCHES MINIMUM 
BEYOND THE EDGE OF THE FLOOR REPAIR

REINFORCEMENT (TYP), 
LOCATIONS APPROXIMATE 
CLEAN AND APPLY CORROSION 
INHIBITOR TO ALL EXPOSED 
REINF. PROVIDE 3/4" CLEARANCE 
AROUND ALL EXPOSED REINF. 
WHERE REQ'D AS SPECIFIED IN 
SECTION "SURFACE 
PREPARATION FOR PATCHING".    

EXIST CONCRETE 
SLAB

EXIST SURFACE

REMOVE CONCRETE 
WITHIN SECTION SHOWN 

SPALL OR 
DELAMINATION 

SAWCUT PATCH 
PERIMETER 3/4" 
(TYP)

EXTENT OF REPAIR VARIES

2
"-

4
"

REMOVAL LIMITSGRIND OR SAWCUT
PATCH PERIMETER
3/4" (TYP)

REMOVE CONCRETE
WITHIN SECTION
SHOWN SHADED
(TYP)

REINFORCEMENT (TYP),
LOCATIONS APPROXIMATE.
CLEAN AND APPLY CORROSION
INHIBITOR TO ALL EXPOSED
REINF. PROVIDE 3/4"
CLEARANCE AROUND ALL
EXPOSED REINF. WHERE REQ'D
AS SPECIFIED IN SECTION
"SURFACE PREPARATION FOR 
PATCHING".

SPALL OR 
DELAMINATION
(TYP)

REPAIR CONCRETE

NOTES:
1.   COLUMN TIES WHICH HAVE LOST MORE THAN 15% OF ORIGINAL CROSS
      SECTIONAL AREA SHALL BE SUPPLEMENTED AS ENGINEER DIRECTS.
2.   NUMBER AND LOCATION OF REINFORCEMENT SHOWN MAY DIFFER FROM
      ACTUAL FIELD CONDITIONS.

2"-4"2"-4"

V
A

R
IE

S

V
.I

.F
.

EXIST CONCRETE
GRIND EDGES AND 
RECESS GLAND (TYP)

PREFORMED 
ELASTOMERIC
SEAL

REMOVE ALL EXIST
FORMWORK FROM JT

NON-SAG EPOXY
ADHESIVE

NOTES:
1.   CONTRACTOR SHALL, WITH MANUFACTURER, VERIFY FIELD INSTALLATION WIDTH BASED
      ON TEMPERATURE CONDITIONS. TOTAL ANTICIPATED JOINT MOVEMENT = 1 INCH
2.   ALL INTERSECTIONS AND 90° CORNERS TO BE FIELD FABRICATED PER MANUFACTURER'S
      DETAILS AND WRITTEN INSTRUCTIONS. 

1
/4

".

SEE NOTE 1

VARIES

3
/4

"

EXISTING CRACK. CENTER 
ROUTED GROOVE ON 
CRACK

ROUT CRACK WITH 'V' BLADE 
AND FILL W/  FLEXIBLE 
SEALANT. INSTALL  SEALANT 
1/16" BELOW ADJACENT 
SURFACES, OR FLUSH W/ 
ADJACENT SURFACES TO 
RECEIVE TRAFFIC COATING.  
DO NOT OVERFILL JOINT.

EXIST CONCRETE 

NOTE:  INSTALL SEALANT FLUSH 
AT SURFACES TO RECEIVE 
TRAFFIC TOPPING

EXISTING CONCRETE 
SLAB OR TOPPING

EXISTING JOINT

REMOVE ALL EXISTING SEALANT, 
PREPARE EDGE AND FILL 
W/FLEXIBLE SEALANT. INSTALL
SEALANT EVENLY AND RECESS 
1/16" BELOW SURFACE
DO NOT OVERFILL JOINT.

BOND BREAKER TO SEPARATE
SEALANT FROM CONCRETE AT 
BOTTOM OF JOINT

3/4".

1/2".

1
/1

6
"

3
/4

".

3
/4

"

EXISTING CRACK. CENTER 
ROUTED GROOVE ON 
CRACK

EXISTING CONCRETE 
SLAB OR TOPPING 

NOTE:  INSTALL SEALANT FLUSH 
AT SURFACES TO RECEIVE 
TRAFFIC TOPPING

1
/1

6
"

3/4".

REMOVE ALL EXISTING SEALANT, 
PREPARE EDGE AND FILL 
W/FLEXIBLE SEALANT. INSTALL
SEALANT EVENLY AND RECESS 
1/16" BELOW SURFACE
DO NOT OVERFILL JOINT.

NOTE: 4" JOINT AT ROOF LEVEL STAIR TOWERS OF PG-3 & PG-4

VARIES

6
" 

±

EXIST FLOOR SLAB

REMOVE CONCRETE WITHIN 
SECTION SHOWN. PROVIDE RADIUS 
AND SLOPE TO MATCH EXISTING. 

SAWCUT PATCH 
PERIMETER 3/4" 
(TYP.)

REINFORCEMENT (TYP), 
LOCATIONS APPROXIMATE. 
CLEAN AND APPLY CORROSION 
INHIBITOR TO ALL EXPOSED 
REINF. PROVIDE 3/4" CLEARANCE 
AROUND ALL EXPOSED REINF. 
WHERE REQ'D AS SPECIFIED IN 
SECTION "SURFACE 
PREPARATION FOR PATCHING".

REPAIR  
CONCRETE SEE 
W.I. 3.0

INFILL GAP WITH EXTRUDED 
NEOPRENE CLOSED CELL 
RUBBER EXPANSION JOINT 

REMOVE LOOSE & 
SPALLED CONCRETE, 
GRIND EDGES & FILL GAP & 
JOINT w/ URETHANE 
SEALANT

ISOMETRIC

1
'-0

" M
A

X

C
O

L
U

M
N

 H
E

IG
H

T

C.I.P. COLUMN

EXISTING CRACK

INJECTION PORTS

NOTES:

1. CLEAN SURFACE OF COLUMN TO IDENTIFY CRACK
2. SPACE DRILL HOLES AS RECOMMENDED BY MANUFACTURER
3. FLUSH DRILL HOLES w/ CLEAN WATER

COLUMN WIDTH

INSTALL PRE-PACKAGED REPAIR
MORTAR FLUSH WITH EXISTING
CONCRETE SURFACE

SPALLED CONCRETE
SURFACE

W.W.R. (TYP.) (LOCATIONS 
APPROXIMATE)

REMOVE CONCRETE
WITHIN SECTION SHOWN
CROSS-HATCHED

REMOVAL LIMITS

ORIGINAL
CONCRETE
SURFACE

SAWCUT PATCH
PERIMETER 3/4" (TYP.)

x x x x x x x

3
/4

" 
M

IN
.

VARIES

.
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R-501

REPAIR
DETAILS

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

GFT

06.30.2021

15-002420.20

ISSUED FOR BID

EBH

No. Date Description

FLOOR REPAIR - PARTIAL DEPTH
3.1

CEILING REPAIR - PARTIAL DEPTH
4.1

COLUMN REPAIR -
PARTIAL DEPTH

6.1
EXPANSION JOINT - ADHERED

10.5

ROUT & SEAL RANDOM CRACKS
11.1

REPAIR JOINT SEALANT
11.2

FLOOR REPAIR - CURBS/WALKS
3.4

EXPANSION JOINT - EXTRUDED
NEOPRENE

10.8

FLOOR REPAIR - SPALLED CONC.
JOINT AT SLAB-ON-GRADE

3.12

EPOXY INJECTION
11.5

FLOOR REPAIR-SLAB ON GRADE
3.11

TRAFFIC TOPPING-VEHICULAR
COATING AT LEVEL 2

16.1



PLACE TUCKPOINTING 
MORTAR IN 3 EVEN LIFTS

REMOVE ALL UNSOUND OR 
DETERIORATED MORTAR IN 
HATCHED AREA AND PLACE 
NEW MORTAR

TOOL CONCAVE JOINT

BRICK OR CMU

EXISTING MORTAR

3/4" TYP

NEW
MORTAR

3
/8

"-
1
/2

" 
T

Y
P

J
O

IN
T

 W
ID

T
H

NOTES:
1.   REMOVE LOOSE MATERIAL FROM JOINT.
2.   FILL AND VOIDS IN JOINT BEYOND POINTING WORK DEPTH.
3.   GRIND BRICK SURFACES CLEAN OF EXISTING MORTAR. DO NOT DAMAGE ADJACENT MASONRY.
4. INSTALL MORTAR IN THREE LIFTS, COMPACTING EACH LIFT
5.   TOOL MORTAR JOINT CONCAVE.

REMOVE DAMAGED MASONRY UNITS AND 
MORTAR. REPLACE WITH NEW MASONRY
AND FULLY MORTARED JOINTS.

NOTES:
1.   PAY UNITS INCLUDES PROVIDING CORNER UNITS, BOND BEAM UNITS, ETC. AS
      REQUIRED TO REPAIR ALL DAMAGED MASONRY.
2.   INCIDENTAL TO THIS WORK IS PROVIDING NEW TRUSS OR LADDER TYPE 
      REINFORCEMENT TO MATCH EXISTING. LAP MINIMUM ONE BLOCK LENGTH.
3.   CONTRACTOR SHALL SUPPORT REMAINING AREAS OF MASONRY DURING REPAIRS. 

1/2" X 1/2" DEEP CAULK
JOINT ALL AROUND

CONCRETE SLAB

SEE NOTE 3 AND NOTE 4

SAWCUT PATCH
PERIMETER 3/4" (TYP)

SET DRAIN IN 
PLASTIC 
CONCRETE

INSTALL
CLEAN-OUT

CONNECT TO EXISTING DRAIN LINE.
HOLD AS HIGH AS POSSIBLE.
MAINTAIN 1/8" PER FT MIN PITCH.

NEW 6" PIPE (4" PIPE 
AT COVERED 
LEVELS)

HANGERS WITH .75" MIN
ROD DIA @ 5"-0" OC
MAX PER W.I. 25.3

NOTES:
1.   USE SERVICE WEIGHT CAST IRON PIPE. ALL MATERIALS SHALL BE IN ACCORDANCE WITH
      PREVAILING BUILDING ORDINANCES.
2.   INSTALL ADJUSTABLE HANGERS AS REQUIRED, VERIFY MINIMUM HEIGHT RESTRICTIONS OF 
      PREVAILING BUILDING ORDINANCES PRIOR TO INSTALLATION.
3.   ROOF LEVEL DRAINS:
         a. SMITH 2295-Y-U-FBS
         b. WADE 2360-5
         c. OR ENGINEER APPROVED EQUIVALENT
4.   COVERED LEVEL DRAINS:
         a. SMITH 2140-C-U-M-B
         b. WADE 1200-5-27-31
         c. OR ENGINEER APPROVED EQUIVALENT
5. SCAN SLAB FOR LOCATION OF REINFORCING STEEL  & P/T TENDONS PRIOR TO REMOVAL OF SLAB TO INSTALL DRAIN

1
/4

"-
1

/2
"

W
.I

. 
2

5
.2

W
.I

. 
2

5
.3

*

.

REMOVE DAMAGE 
CONCRETE/GROUT & 
REPLACE w/ BACKER ROD 
& SEALANT

NOTES:
1. REFER TO W.I. 11.1, SIM.,  FOR ADDITIONAL INFORMATION.

REMOVE MASONRY UNITS, CLEAN & 
REAPPLY MORTAR TO THE JOINTS 
& REINSTALL MASONRY UNITS

NOTES:
1. REFER TO W.I. 11.2, SIM.,  FOR ADDITIONAL INFORMATION.

REMOVE MORTAR AS REQUIRED & 
REPLACE w/ BACKER ROD & 
SEALANT

REMORTAR JOINTS AT LOOSE 
MASONRY UNITS

ROUTE CRACK w/ "V" 
BLADE & FILL w/ FLEXIBLE 
SEALANT. REMOVE ANY 
COMPRESSIBLE FILLER 
MATERIAL TO INSTALL 
SEALANT

NOTES:
1. REFER TO W.I. 11.1, SIM.,  FOR ADDITIONAL INFORMATION.

ROUTE & SEAL CRACKS IN 
CONCRETE MASONRY 
UNITS & JOINTS

NOTE:
1. REFER TO W.I. 11.1 SIM., FOR ADDITIONAL INFORMATION

REMOVE GROUT, PROVIDE 
BACKER ROD & FLEXIBLE SEALANT

NOTES:
1. REFER TO W.I. 11.2, SIM.,  FOR ADDITIONAL INFORMATION.

ROUTE CRACK WITH "V" BLADE 
& FILL W/ FLEXIBLE SEALANT

NOTES:
1. REFER TO W.I. 11.1, SIM.,  FOR ADDITIONAL INFORMATION.

SEALANT MATERIAL 
1/2" MIN THROAT SEE 
NOTE 1.

EXIST FINISHED 
FLOOR SURFACE

EXIST WALL, COLUMN, 
OR CURB FACE

NOTE:
1. REMOVE EXISTING COVE SEALANT MATERIAL IF PRESENT. PREPARE 

SURFACE PER SPECIFICATIONS.
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R-502

REPAIR
DETAILS

100 RIDLEY AVENUE
LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

GFT

06.30.2021

15-002420.20

ISSUED FOR BID

EBH

No. Date Description

TRUCKPOINTING
35.1

MASONRY UNIT
REPAIR/REPLACEMENT

35.2

MECHANICAL - SUPPLEMENTARY
FLOOR DRAIN/PIPE & HANGERS

25.325.2

HORIZONTAL JOINT REPAIR AT
RETAINING WALL BELOW LEVEL 1
ENTRY/EXIT

11.12

MASONRY REPAIR AT SUPPORT
ANGLE AT WINDOWS

35.3

BACKER ROD & SEALANT
BETWEEN MASONARY & CEILING
SLAB

35.4

REMORTAR JOINTS AT LOOSE
MASONRY UNITS AT STAIR
TOWERS

35.5

HORIZONTAL JOINT REPAIR AT
RETAINING WALL AT BUILDING
TUNNEL

11.11

ROUTE & SEAL CRACKS
MASONRY WALL

35.6

GROUT REPAIR AT PRECAST
COPING

11.10

ROUTE & SEAL VERTICAL CRACK
BETWEEN WALL & COLUMN

11.8
COVE SEALANT

11.7



PAINT PRECAST 
CONNECTION 

NOTE:
1. SEE SPECIFICATION 020010 ADDITIONAL INFORMATION.

PAINT COLUMN PEDESTAL 
TOP LEVEL

NOTE:
1. SEE SPECIFICATION 020010 ADDITIONAL INFORMATION.

PAINT CLIP ANGLES

NOTE:
1. SEE SPECIFICATION 020010 ADDITIONAL INFORMATION.

PAINT INTERIOR COLUMNS

NOTE:
1. SEE SPECIFICATION 020010 ADDITIONAL INFORMATION.

3" 3"

EXISTING 4x4 TUBE POST

EXISTING ANGLE BASE 
CONN. w/ ANCHOR BOLT, 
TYP

PLAN VIEW

NEW ANGLE 8x8x3/4x 0'-6"

3
"

3
" 4"

EXISTING 4x4 TUBE POST

NEW ANGLE 8x8x3/4x 0'-6"

3/4" DIA THREADED ROD 
w/ NUTS & WASHERS 
DRILL HOLES IN EXISTING 
TUBE TO INSTALL

SLAB-ON-GRADE

EXISTING ANCHOR BOLT

EXTERIOR

EXISTING CABLE RAIL 
FIELD VERIFY LOCATION

3/4" DIA ADHESIVE 
ANCHOR HILTI HY 150, 
5" EMBEDMENT

NOTE: ANGLE, BOLTS & THREADED ROD CONNECTIONS SHALL BE HOT DIP GALV.

SECTION A-A

A

A

PAINT STEEL CABLE SUPPORT 
& BASE PLATE

NOTE:
1. SEE SPECIFICATION 020010 ADDITIONAL INFORMATION.

STEP 1 - SEAT DEAD ENDS (FIRST BACK STRESS)

STEP 2 - CUT CABLE & INSTALL "GRABB-IT SPLICE" COUPLER

STEP 3 - RESTRESS CABLE BY TORQUING THE COUPLER TO TIGHTEN THE CABLE & REMOVE THE SAG 

POWER SEAT EXISTING 
WEDGES TO CABLE 80% MUTS 
AT EA. DEAD END

JACK AGAINST 
COLUMN OR 
SPLICE COUPLER

NOTE:
RESTRESS BARRIER CABLES SHOWN ON PLAN & PER THE DETAIL SHOWN ABOVE. REFER TO 
SPECIFICATIONS FOR ADDITIONAL INFORMATION

EXISTING SAGGING 
BARRIER CABLE

"GRABB-IT SPLICE" COUPLER

PROVIDE KORLATH PLASTIC SHIM 
PAD BETWEEN PANEL & ANGLE

5"

3/16

LEVEL 1

EXISTING P/T SLAB & 
DROP PANEL

EXISTING EMBEDMENT 
PLATE

EXISTING P/C VERT. 
INFILL PANEL

5/8" DIA GALV ADHESIVE 
ANCHOR BOLT FINGER 
TIGHTEN NUT

ANGLE 8x8x1/2x0'-6" LG (GALV),
PROVIDE 3/4" DIA LONG HORIZ. SLOTTED 
HOLE

4"

4
"

(2) LOCATIONS

REMOVE PORTIONS OF BROKEN ANGLE. 
GRIND OFF WELD AND PORTION OF ANGLE 
CONNECTED TO PRECAST PANEL, FOR 
REPAIR DETAIL SEE W.I. 40.6.1

REMOVE & REPLACE VERTICAL 
SEALANT BETWEEN MASONRY & BRICK
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LaGRANGE, GEORGIA

TROUP
COUNTY

GOVERNMENT

GFT

06.30.2021

15-002420.20

ISSUED FOR BID

EBH

No. Date Description

PAINT PRECAST CONNECTION
45.11

PAINT COLUMN PEDESTAL TOP
LEVEL

45.9

PAINT CLIP ANGLES
45.8

PAINT INTERIOR COLUMN
45.7

STRENGTHEN BASE CONNECTION
OF CABLE RAIL SUPPORT

44.13

PAINT STEEL CABLE SUPPORT &
BASE PLATE

45.10

RESTRESS BARRIER CABLES
44.1

REATTACH LOOSE LIGHTNING
PROTECTION AIR TERMINAL
CONNECTIONS

44.11

ANGLE CONN. FOR VERT. P/C
INFILL PANEL

40.6.1

ANGLE CONN. FOR VERT. P/C
INFILL PANEL

40.6

REPLACE VERTICAL SEALANT
BETWEEN BRICK & MASONRY AT
WALL OPENINGS

35.7



SLOPE DOWN @ 1_
8
"/FT

3
/
8
"

1'-6"

5
"

1/2"

1'-3 5/8"

3 5/8" 4" 8"

SLOPE DOWN @ 1_
8
"/FT

3
/
8
"

1'-6"

5
"

1/2"

1'-3 5/8"

3 5/8" 4" 8"

EXISTING P/C CAP STONE 
TO BE RESET TO ORIGINAL 
POSITION AND ANCHORED.  
CONTRACTOR TO EXERCISE 
CAUTION TO PREVENT 
DAMAGE TO BRICK DURING 
RESETTING OF CAPSTONE

RELOCATE GROUND 
WIRE AS REQUIRED TO 
FACILITATE ANCHOR 
INSTALLATION

EXISTING 4" 
BRICK VENEER

INSTALL NEW SILICONE 
SEALANT AT BRICK TO 
WALL INTERFACE

EXISTING C.I.P. WALL

P/C CAP STONE

REMOVE EXISTING JOINT 
MORTAR AND INSTALL 
SILICONE SEALANT. 
RETURN SEALANT ON THE 
UNDERSIDE CAP STONE 
LIP ON EXTERIOR AND 
INTERIOR FACE

1
 7

/8
"

8
"

4
"

3
 5

/8
"

1
/2

"

2 1/2" V.I.F.

3 5/8"

3/8"

8
"

4'-0" V.I.F.

SECTION A-A

PLAN VIEW

EXISTING 4" 
BRICK VENEER

EXISTING C.I.P. 
WALL

10.0 mm DIA. x 300 mm LG 
STITCH-TIE (A304 SS) 
MANUFACTURED BY 
PROSOCO INC.  INSTALL 
TIE IN ACCORDANCE WITH 
MANUFACTURER'S 
WRITTEN INSTRUCTIONS.   
FILL HOLE WITH SEALANT 
UPON COMPLETION OF 
INSTALLATION

EXISTING 8" 
C.I.P. WALL 
BELOW

A

A EXISTING 4" 
BRICK VENEER 
BELOW

1
'-
6

"

EQ EQ

EXISTING METAL 
FLASHING TO 
REMAIN

FILL HOLE WITH SILICONE 
SEALANT AFTER STITCH-TIE 
INSTALLATION.  COLOR TO 
MATCH ADJACENT PRECAST 
SURFACE

10.0 mm DIA. x 300 mm LG STITCH-TIE 
(A304 SS) MANUFACTURED BY 
PROSOCO INC.  INSTALL TIE IN 
ACCORDANCE WITH MANUFACTURER'S 
WRITTEN INSTRUCTIONS.   FILL HOLE 
WITH SEALANT UPON COMPLETION OF 
INSTALLATION

REMOVE EXISTING MORTAR 
AND RESET CAP STONE WITH 
TYPE S MORTAR. SEE SHEET 
NOTES

RELOCATE GROUND 
WIRE AS REQUIRED TO 
FACILITATE ANCHOR 
INSTALLATION

EXISTING C.I.P. WALL

EXISTING P/C CAP STONE 
TO BE RESET TO ORIGINAL 
POSITION AND ANCHORED.  
CONTRACTOR TO EXERCISE 
CAUTION TO PREVENT 
DAMAGE TO BRICK DURING 
RESETTING OF CAPSTONE

P/C CAP STONE

REMOVE EXISTING JOINT 
MORTAR AND INSTALL 
SILICONE SEALANT. 
RETURN SEALANT ON THE 
UNDERSIDE CAP STONE 
LIP ON EXTERIOR AND 
INTERIOR FACE

1
 7

/8
"

8
"

4
"

3
 5

/8
"

1
/2

"

8
"

3/8" 4'-0" V.I.F.

SECTION A-A

PLAN VIEW

EXISTING METAL 
FLASHING TO 
REMAIN

EXISTING 4" 
BRICK VENEER

EXISTING C.I.P. 
WALL

FILL HOLE WITH SILICONE 
SEALANT AFTER STITCH-TIE 
INSTALLATION.  COLOR TO 
MATCH ADJACENT PRECAST 
SURFACE

10.0 mm DIA. x 300 mm LG STITCH-TIE 
(A304 SS) MANUFACTURED BY 
PROSOCO INC.  INSTALL TIE IN 
ACCORDANCE WITH MANUFACTURER'S 
WRITTEN INSTRUCTIONS.   FILL HOLE 
WITH SEALANT UPON COMPLETION OF 
INSTALLATION

10.0 mm DIA. x 300 mm LG 
STITCH-TIE (A304 SS) 
MANUFACTURED BY 
PROSOCO INC.  INSTALL 
TIE IN ACCORDANCE WITH 
MANUFACTURER'S 
WRITTEN INSTRUCTIONS.   
FILL HOLE WITH SEALANT 
UPON COMPLETION OF 
INSTALLATION

EXISTING 8" 
C.I.P. WALL 
BELOW

A

1
'-
6

"
3

/8
"

1 7/8" 8" 4" 3 5/8" 1/2"

6 1/2"
EXISTING 4" 
BRICK VENEER 
BELOW

REMOVE EXISTING JOINT 
MORTAR AND INSTALL 
SILICONE SEALANT. 
RETURN SEALANT ON THE 
UNDERSIDE CAP STONE 
LIP ON EXTERIOR AND 
INTERIOR FACE

EQ EQ

REMOVE EXISTING MORTAR 
AND RESET CAP STONE WITH 
TYPE S MORTAR. SEE SHEET 
NOTES
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MLC, EBH

1

EXISTING END CONDITION
(PHOTO)

3

W.I. 44.3 P/C CAP STONE
RE-ANCHORING

2

EXISTING CORNER CONDITION
(PHOTO)

4

W.I. 44.3 P/C CAP STONE
RE-ANCHORING

No. Date Description



GROUND LEVEL
EL.=760.5'

LEVEL 1
EL.=770.5'

LEVEL 2
EL.=780.5'

GROUND LEVEL
EL. = 760.5'

LEVEL 1
EL. = 770.5'

LEVEL 2
EL. = 780.5'

GROUND LEVEL
EL. = 760.5'

LEVEL 1
EL. = 770.5'

LEVEL 2
EL. = 780.5'

BENCHMARK
763'

GRADE
755.5'

1

2

3
BEJ

BEJ

8

8 38

7

5

4

6

8

8

8

EXISTING WALL ASSEMBLY

REMOVE BRICK MIN 8" EACH SIDE 
OF NEW JOINT LOCATION.  INSTALL 
NEW MASONRY ANCHORS EACH 
SIDE OF NEW JOINT @ 16" OC VERT. 
REINSTALL SALVAGE BRICK, 
CUTTING UNITS AS REQUIRED TO 
PROVIDE 3/8" BRICK EXPANSION 
JOINT

8" MIN 8" MIN

BACKER ROD AND SEALANT

PREMOLDED EXPANSION 
JOINT JOINT FILLER

F
IE

L
D

 V
E

R
IF

Y

BRICK ANCHOR W/ SURFACE 
MOUNTED CHANNEL 
BASIS OF DESIGN: HECKMANN 
BUILDING PRODUCTS INC -
CONTINUOUS CHANNEL SLOT
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A4.1

EXTERIOR
ELEVATIONS

TROUP COUNTY BOARD OF
COMMISSIONERS
LAGRANGE, GA

TROUP
COUNTY

GOVERNMENT
CENTER
PARKING

DECK
REPAIRS

XXX

30 JUNE 2021

20-672.2

ISSUED FOR BID

XXX

SCALE: 1/8" = 1'-0"A4.1

1 NORTH ELEVATION

SCALE: 1/8" = 1'-0"A4.1

2 EAST ELEVATION

1

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND REPOINT 

CRACKED MORTAR.

ROUT OUT MORTAR 

AND PROVIDE BACKER  

ROD AND SEALANT.

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND REPOINT 

CRACKED MORTAR.

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND REPOINT 

CRACKED MORTAR.

5

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND 

REPOINT CRACKED 

MORTAR.

6

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND 

REPOINT CRACKED 

MORTAR.

7

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND 

REPOINT CRACKED 

MORTAR.

8 REPAIR / REPLACE DAMAGED BRICK UNITS.  

REMOVE AND REPOINT CRACKED MORTAR.

2 3 4

No. Date Description



LEVEL 1
EL. = 774'

GROUND LEVEL
EL. = 764'

LEVEL 2
EL. = 784'

LEVEL 2
EL. = 784'

GROUND LEVEL
EL. = 764'

LEVEL 1
EL. = 774'

LEVEL 1
EL. = 770.5'

GROUND LEVEL
EL. = 760.5'

LEVEL 2
EL. = 780.5'

LEVEL 1
EL. = 774'

LEVEL 2
EL. = 784'

8

9

10

4

13

11

6
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A4.2

EXTERIOR
ELEVATIONS

TROUP COUNTY BOARD OF
COMMISSIONERS
LAGRANGE, GA

TROUP
COUNTY

GOVERNMENT
CENTER
PARKING

DECK
REPAIRS

XXX

30 JUNE 2021

20-672.2

ISSUED FOR BID

XXX

SCALE: 1/8" = 1'-0"A4.2

1 SOUTH ELEVATION

SCALE: 1/8" = 1'-0"A4.2

2 WEST ELEVATION

9

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND REPOINT 

CRACKED MORTAR.

10

ROUT OUT MORTAR TO A 

DEPTH OF 1" AND PROVIDE 

NEW BACKER ROD AND 

SEALANT CONTROL JOINT.  

SEE DETAIL 3/A4.1 SIM

REPAIR / REPLACE 

DAMAGED UNITS.  

REMOVE AND REPOINT 

CRACKED MORTAR.

REPAIR / REPLACE 

DAMAGED UNITS.  REMOVE 

AND REPOINT CRACKED 

MORTAR.

ROUT OUT MORTAR TO A DEPTH 

OF 1" AND PROVIDE NEW BACKER 

ROD AND SEALANT CONTROL 

JOINT.  SEE DETAIL 3/A4.1 SIM

6

ROUT OUT MORTAR TO A 

DEPTH OF 1" AND PROVIDE 

NEW BACKER ROD AND 

SEALANT CONTROL JOINT.  

SEE DETAIL 3/A4.1 SIM

11

12 13 14

No. Date Description



EXA

EXA

EXA

EXA

EXA

EXA

EXA

EXA

EXA

EXA

EXA

J

J

HP-5

HP-1

HP-3

EHP-9

EHP-11

EHP-1

PANEL "HP"

PANEL "EHP"

 EXISTING JUNCTION

BOX FOR SECURITY

EMERGENCY CALL

BEACON

 EXISTING JUNCTION

BOX FOR SECURITY

EMERGENCY CALL

BEACON

EXA

PARKING DECK

DEMOLITION

LIGHTING PLAN

GROUND LEVEL
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E NGINEERED

S YSTEMS  &

S ERVICES

2950 Horizon Park Dr
Suite B
Suwanee, GA 30024
Phone:  770-810-5700

DE-201

DEMOLITION LIGHTING PLAN GROUND LEVEL 

1/8" = 1'-0"

E-201

1

TRUE NORTH

N

S

W

E

DEMOLITION GENERAL NOTES

1. ALL  SCREENED LIGHT FIXTURES & EXIT

LIGHTS SHALL BE DEMOLISHED.

2. CONTRACTOR SHALL VERIFY EXISTING

CONDITIONS, PRIOR TO BID. WHERE

CONFLICTS WITH PLAN EXIST, REQUEST

INSTRUCTIONS.

3. CONTRACTOR SHALL COORDINATE WITH

OWNER THE EXACT LOCATION AND

SHUT-OFF POINT OF POWER TO EACH

PANEL ASSOCIATED WITH THIS PROJECT

AREA BEFORE ANY DEMO WORK IS

STARTED.

4. CONTRACTOR MAY REUSE EXISTING

CONDUIT AND WIRING WHERE SUCH

MATERIAL IS IN GOOD CONDITION,

COMPLIES WITH CURRENT NEC

REQUIREMENTS AND HAS ADEQUATE

CAPACITY TO SERVE THE INTENDED

PURPOSE. WHERE UNCERTAINTY EXISTS

REGARDING THE FULL SUITABILITY OF ANY

MATERIAL'S REUSE, SUBMIT WRITTEN

REQUEST TO THE ENGINEER FOR

RESOLUTION.

KEY NOTES:

DEMOLISH EXISTING LUMINAIRE.

CONDUIT AND WIRING SHALL REMAIN.
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EXA1

EXA

EXA

EXA

EXA

EXA
EXA

HP-13

HP-9

EHP-3

HP-11

J
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PARKING DECK
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LIGHTING PLAN

LEVEL 1

DE-202

DEMOLITION LIGHTING PLAN LEVEL 1 

1/8" = 1'-0"

E-202

1

TRUE NORTH

N

S

W

E

DEMOLITION GENERAL NOTES

1. ALL SCREENED LIGHT FIXTURES & EXIT LIGHTS SHALL

BE DEMOLISHED.

2. CONTRACTOR SHALL VERIFY EXISTING CONDITIONS,

PRIOR TO BID. WHERE CONFLICTS WITH PLAN EXIST,

REQUEST INSTRUCTIONS.

3. CONTRACTOR SHALL COORDINATE WITH OWNER THE

EXACT LOCATION AND SHUT-OFF POINT OF POWER

TO EACH PANEL ASSOCIATED WITH THIS PROJECT

AREA BEFORE ANY DEMO WORK IS STARTED.

4. CONTRACTOR MAY REUSE EXISTING CONDUIT AND

WIRING WHERE SUCH MATERIAL IS IN GOOD

CONDITION, COMPLIES WITH CURRENT NEC

REQUIREMENTS AND HAS ADEQUATE CAPACITY TO

SERVE THE INTENDED PURPOSE. WHERE

UNCERTAINTY EXISTS REGARDING THE FULL

SUITABILITY OF ANY MATERIAL'S REUSE, SUBMIT

WRITTEN REQUEST TO THE ENGINEER FOR

RESOLUTION.

KEY NOTES:

DEMOLISH EXISTING LUMINAIRE. CONDUIT AND

 WIRING SHALL REMAIN.
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PARKING DECK

DEMOLITION

LIGHTING PLAN

LEVEL 2

DE-203

DEMOLITION LIGHTING PLAN LEVEL 2 

1/8" = 1'-0"

E-203

1

TRUE NORTH

N

S

W

E

DEMOLITION GENERAL NOTES

1. CONTRACTOR SHALL VERIFY EXISTING CONDITIONS,

PRIOR TO BID. WHERE CONFLICTS WITH PLAN EXIST,

REQUEST INSTRUCTIONS.

2. CONTRACTOR SHALL DISCONNECT AND REMOVE ALL

EXISTING LUMINAIRES.

3. CONTRACTOR MAY REUSE EXISTING CONDUIT AND

WIRING WHERE SUCH MATERIAL IS IN GOOD

CONDITION, COMPLIES WITH CURRENT NEC

REQUIREMENTS AND HAS ADEQUATE CAPACITY TO

SERVE THE INTENDED PURPOSE. WHERE

UNCERTAINTY EXISTS REGARDING THE FULL

SUITABILITY OF ANY MATERIAL'S REUSE, SUBMIT

WRITTEN REQUEST TO THE ENGINEER FOR

RESOLUTION.

KEY NOTES:

DEMOLISH EXISTING LUMINAIRES. POLE  AND

 WIRING SHALL REMAIN.
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DEMOLITION GENERAL NOTES

1. ALL  SCREENED LIGHT FIXTURES & EXIT

LIGHTS SHALL BE DEMOLISHED.

2. CONTRACTOR SHALL VERIFY EXISTING

CONDITIONS, PRIOR TO BID. WHERE

CONFLICTS WITH PLAN EXIST, REQUEST

INSTRUCTIONS.

3. CONTRACTOR SHALL COORDINATE WITH

OWNER THE EXACT LOCATION AND

SHUT-OFF POINT OF POWER TO EACH

PANEL ASSOCIATED WITH THIS PROJECT

AREA BEFORE ANY DEMO WORK IS

STARTED.

4. CONTRACTOR MAY REUSE EXISTING

CONDUIT AND WIRING WHERE SUCH

MATERIAL IS IN GOOD CONDITION,

COMPLIES WITH CURRENT NEC

REQUIREMENTS AND HAS ADEQUATE

CAPACITY TO SERVE THE INTENDED

PURPOSE. WHERE UNCERTAINTY EXISTS

REGARDING THE FULL SUITABILITY OF ANY

MATERIAL'S REUSE, SUBMIT WRITTEN

REQUEST TO THE ENGINEER FOR

RESOLUTION.

KEY NOTES:

DEMOLISH EXISTING LUMINAIRE.

CONDUIT AND WIRING SHALL REMAIN.
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VFD

UPS-A

MOTOR CONTROL CENTER. DASHED LINES

INDICATE CLEARANCES.

MCC

VARIABLE FREQUENCY DRIVE

AUTOMATIC TRANSFER SWITCH. DASHED LINES

INDICATE CLEARANCES.

ATS-1

G

GROUND BAR

SYMBOL

DEMOLITION

DESCRIPTION

HATCHED/DACHED SYMBOL INDICATES EXISTING

DEVICE OR EQUIPMENT TO BE REMOVED

REMOVE EXISTING RACEWAY IN ALL ACCESSIBLE

AREAS. CAPPED AND ABANDONED IF IN

UNACCESSIBLE AREA

SOLID SYMBOL, LIGHTER IN COLOR

INDICATES EXISTING DEVICE OR EQUIPMENT

TO REMAIN

EXISTING CONDUIT TO BE REUSED

REFER TO

DEMOLITION

PLANS FOR

ADDITIONAL

INFORMATION

NOTES

DB

DISTRIBUTION BOARD. DASHED LINES INDICATE

CLEARANCES.

H1A

L1A

FLUSH MOUNTED PANELBOARD. DASHED LINES

INDICATE CLEARANCES.

VFD

5

UPS

SPD

KW

M

K1
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VS
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SURGE ARRESTOR

SURGE PROTECTIVE DEVICE

KILOWATT METER

ELECTRONIC METER

KIRK KEY INTERLOCK No.1

RELAY No.1

AMMETER SWITCH

AMMETER

VOLTMETER SWITCH

VOLTMETER

DELTA CONNECTED

WYE CONNECTED

GENERATOR

VFD CONNECTION

MOTOR CONNECTION

UPS

G

ST

300A

300A
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POTENTIAL TRANSFORMER.
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GROUND FAULT PROTECTION
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CONDUIT STUBBED AND CAPPED
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GROUNDING CONDUCTOR

CABLE TRAY - POWER AND TELECOMMUNICATIONS
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DATA RACEWAY

VOICE/DATA COMBINATION RACEWAY

FIRE ALARM RACEWAY

EQUIPMENT

DESCRIPTION

MAIN SWITCHBOARD. DASHED LINES INDICATE

CLEARANCES.
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DESCRIPTION

CEILING MOUNTED DUPLEX RECEPTACLE

SIMPLEX RECEPTACLE

DUPLEX RECEPTACLE

DOUBLE DUPLEX (QUADPLEX) RECEPTACLE

CODE SIZE JUNCTION BOX

WALL MOUNTED CODE SIZE J-BOX

CODE SIZE PULLBOX (OR AS SIZED ON PLAN)
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LIGHTNING PROTECTION AIR TERMINAL
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30/1

30/3R
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T1A
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3000/5
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CONTROL
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FOUR-WAY TOGGLE SWITCH

PILOT LIGHT TOGGLE SWITCH

MOMENTARY CONTACT SWITCH

KEY OPERATED SWITCH

WEATHERPROOF TOGGLE SWITCH

MANUAL MOTOR STARTER SWITCH WITH

THERMAL OVERLOAD PROTECTION

DIMMER SWITCH

Jxx

ONE-LINE DIAGRAM

DESCRIPTION

CEILING SURFACE

SYMBOL

SPECIAL SYSTEMS

DESCRIPTION

4 PORT FLOOR BOX WITH POWER AND DATA

2 PORT VOICE\DATA OUTLET

AC

W

2 PORT VOICE\DATA OUTLET ABOVE COUNTER TOP

TELEPHONE OUTLET WALL MOUNTED

INTERCOM CALL SWITCH

INTERCOM MASTER STATION

COMMUNICATION HORN

COMMUNICATION BELL

WALL SPEAKER

DURESS ALARM PUSHBUTTON

LOCK DOWN PUSHBUTTON

DIGITAL SIGNAGE VIDEO DISPLAY

VIDEO PROJECTOR

CEILING SPEAKER: LOCAL SOUND SYSTEM

CEILING SPEAKER: INTERCOM SYSTEM
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MOUNTING

LOC. HT.

A a

CEILING

3

REFER TO LUMINAIRE SCHEDULE FOR ALL LUMINAIRE TYPES WHETHER WALL MOUNTED

OR CEILING MOUNTED.

SYMBOL DESCRIPTION

MOUNTING

LOC.

VARIES

HT.

FLUSH

R
E

F
E

R
 
T

O
 
L
I
G

H
T

I
N

G
 
S

C
H

E
D

U
L
E

BRANCH CIRCUITS FROM OVERCURRENT PROTECTION (20A) TO FURTHEST DEVICE

SHALL NOT EXCEED 75 FEET FOR #12AWG COPPER AND 150 FEET FOR #10AWG COPPER;

MEASURED ALONG CONDUCTORS ROUTING PATH. BRANCH CIRCUITS EXCEEDING 150

FEET WILL BE SIZED SO THAT VOLTAGE DROP DOES NOT EXCEED 5%.

CONDUCTOR IDENTIFICATION SYMBOLS. REFER TO PLANS FOR

COMBINATION USE. CONDUCTOR IDENTIFICATION MOSTLY

USED IN HOMERUN LOCATION, BUT CAN ALSO BE USED IN

BRANCH CIRCUITING WHERE APPLIED. GROUND CONDUCTORS

WILL BE INSTALLED IN ALL RACEWAYS WHETHER SHOWN OR

NOT.

HOMERUN FROM EQUIPMENT LOCATION. THE CIRCUIT NUMBER

ADJACENT TO HOMERUN INDICATES PANEL SOURCE AND

INDIVIDUAL SINGLE POLE CIRCUIT BREAKER (S). CONDUCTOR

IDENTIFICATION SYMBOL INDICATES NUMBER OF CONDUCTORS

IN HOMERUN. MINIMUM #12 CONDUCTORS AND 3/4" RACEWAY

PATH WILL BE PROVIDED IN HOMERUN UON. ALL HOMERUNS

WILL INCLUDE GROUND CONDUCTOR.

HOMERUN FROM EQUIPMENT LOCATION. THE CIRCUIT NUMBER

ADJACENT TO HOMERUN INDICATES PANEL SOURCE AND

INDIVIDUAL SINGLE POLE CIRCUIT BREAKER (S). SYMBOL

REPRESENTS A MULTI-BRANCH CIRCUIT.  NUMBER OF

CONDUCTORS IN HOMERUN WILL INCLUDE A SEPARATE NEUTRAL

FOR EACH CIRCUIT PHASE CONDUCTOR. MINIMUM #12

CONDUCTORS AND 3/4" RACEWAY PATH WILL BE PROVIDED IN

HOMERUN UON.  ALL HOMERUNS WILL INCLUDE GROUND

CONDUCTOR.

HOMERUN FROM EQUIPMENT LOCATION. THE CIRCUIT NUMBER

ADJACENT TO HOMERUN INDICATES PANEL SOURCE AND

INDIVIDUAL TWO OR THREE POLE CIRCUIT BREAKERS.

CONDUCTOR IDENTIFICATION SYMBOL INDICATES NUMBER OF

CONDUCTORS IN HOMERUN.  MINIMUM #12 CONDUCTORS AND

3/4" RACEWAY PATH WILL BE PROVIDED IN HOMERUN UON.

NEUTRAL MAY BE USED WHERE INDICATED ON PLAN. ALL

HOMERUNS WILL INCLUDE GROUND CONDUCTOR.

CONCEALED RACEWAY BETWEEN DEVICES AND OR EQUIPMENT

IN WALLS OR IN CEILING SPACE

UNDERGROUND  OR SLAB EMBEDDED RACEWAY BETWEEN

DEVICES AND OR EQUIPMENT

EXPOSED RACEWAY BETWEEN DEVICES AND OR EQUIPMENT

ON WALLS OR CEILINGS

SURFACE MOUNTED PANELBOARD. DASHED

LINES INDICATE CLEARANCES.

DRY TYPE TRANSFORMER (15kVA OR ABOVE),

WITH EQUIPMENT TAG (TAG INSIDE OR

OUTSIDE, DEPENDING ON SIZE). IN MOST

CASES, ACTUAL SIZE SHOWN ON PLANS

(ELECTRICAL ROOMS).

DRY TYPE TRANSFORMER (LESS THAN 15kVA),

WITH NO EQUIPMENT TAG.  SIZE, TYPE AND

LOCATION NOTED ON PLANS.

UNINTERRUPTABLE POWER SUPPLY. DASHED

LINES INDICATE CLEARANCES.

CIRCUIT BREAKER; TRIP SETTING/FRAME SIZE

OR NO. OF POLES.  SETTINGS AND PROTECTION

AS NOTED ON PLANS

TRANSFORMER. TRANSFORMER NAME,

TRANSFORMER kVA RATING, PRIMARY VOLTAGE

AND WIRING CONFIGURATION, SECONDARY

VOLTAGE, K RATING (IF APPLICABLE)

CURRENT TRANFORMER, NUMBER "3000/5" DENOTES

RATIO.

DISCONNECT SWITCH. "300A" DENOTES

AMPERAGE RATING

FUSE. "300A" DENOTES

AMPERAGE RATING

TRANSFER SWITCH. SEE PLANS FOR TYPE OF SWITCH

DEVICE INDICATOR LETTER. "X" EQUALS

DESIGNATION BELOW

(TYPICAL FOR MOST RECEPTACLE TYPES):

IN FLOOR DUPLEX RECEPTACLE.

CONFIGURATION AS INDICATED ON PLANS

IN FLOOR DOUBLE DUPLEX (QUADPLEX) RECEPTACLE.

CONFIGURATION AS INDICATED ON PLANS

COMBINATION DUPLEX RECEPTACLE AND COMMUNICATIONS

FLOORBOX. DEVICE CONFIGURATION AS INDICATED ON PLANS.

CEILING MOUNTED DOUBLE DUPLEX (QUADPLEX) RECEPTACLE

COMBINATION POWER/COMMUNICATION IN CEILING OUTLET.

CONFIGURATION AS INDICATED ON PLANS

SPECIAL PURPOSE RECEPTACLE. NEMA CONFIGURATION AND

AMPERAGE AS NOTED ON PLANS

MULTI-OULET ASSEMBLY (SURFACE MOUNTED RACEWAY)

COMBINATION POWER/COMMUNICATION POLE.  CONFIGURATION

AS NOTED ON PLANS

VARIES

SEE

PLANS

VARIES

SEE

PLANS

VARIES

SEE

PLANS

VARIES

SEE

PLANS

ENCLOSED CIRCUIT BREAKER.  AMPERAGE/NEMA ENCLOSURE

RATING, 3 POLE UON

NON-FUSED DISCONNECT SWITCH.  AMPERAGE/NEMA

ENCLOSURE RATING, 3 POLE UON

FUSED DISCONNECT SWITCH.  AMPERAGE/NEMA ENCLOSURE

RATING, 3 POLE UON

MOTOR STARTER. STARTER SIZE INDICATED BY NUMBER/NEMA

ENCLOSURE RATING, SINGLE SPEED UON

COMBINATION FUSIBLE DISCONNECT SWITCH AND MOTOR

STARTER. NEMA STARTER SIZE/AMPERAGE/NEMA

ENCLOSURE RATING, 3 POLE UON

MOTOR. NUMBER INDICATES HORSEPOWER RATING FOR 1HP

AND LARGER

MOTOR. "F" INDICATES FRACTIONAL HORSEPOWER

ABBREV.

A

AC

A/C

ADA

AFF

AFG

ANSI

AIC

AL

ATSC

ATS

A/V

AWG

C

CCTV

C/B

CKT

CLF

CO

CU

D

DC

DL

DN

E

EC

EG

EMER

EQUIP

EXIST

FUT

FA

FAAP

FACP

FATC

FDR

FMS

GEN

GFI

G OR GFCI

GFEP

GFP

GND

HOA

HP

IG

KCMIL

KV

KVA

KVAR

KW

KWH

LSIG

MC

MCC

MIN

MH

MM

MTS

MVA

N

N/A

NC

NEC

NEMA

NEUT

NIC

NFPA

NL

NO

O/H

P

PA

PH

PMCS

RGC

SEC

SPD

SW

TEMP

TTB

TV

TVSS

TYP.

UC

U/G

UGE

UL

UPS

UON

V

VFD

W

WG

WP

XFER

XFMR (TRANSF)

ABBREVIATIONS

DEFINITION

AMPS, AMPERE, AMPERAGE

ABOVE COUNTER

ALTERNATING CURRENT

ABOVE FINISHED GRADE

ABOVE FINISHED FLOOR

AMERICANS WITH DISABILITIES ACT

AVAILABLE INTERRUPTING CURRENT

AMERICAN NATIONAL STANDARDS INSTITUTE

ALUMINUM

AUTOMATIC TRANSFER SWITCH CONTROL

AUTOMATIC TRANSFER SWITCH

AUDIO/VISUAL

AMERICAN WIRE GAUGE

CLOSED CIRCUIT TELEVISION

CONDUIT

CIRCUIT BREAKER

CIRCUIT

CURRENT LIMITING FUSE

CONDUIT ONLY

COPPER

DIMMING

DIRECT CURRENT

DAY-LIGHTING

DOWN

EMERGENCY

ELECTRICAL CONTRACTOR

ENGINE GENERATOR

EMERGENCY

EQUIPMENT

EXISTING

FUTURE

FIRE ALARM

FIRE ALARM ANNUNCIATOR PANEL

FIRE ALARM CONTROL PANEL

FIRE ALARM TERMINAL CABINET

FEEDER

FACILITY MANAGEMENT SYSTEM

GENERATOR

GROUND FAULT INTERRUPTER

GROUND FAULT CIRCUIT INTERRUPTER

GROUND FAULT EQUIPMENT PROTECTION

GROUND FAULT PROTECTION

HAND-OFF-AUTOMATIC.

GROUND.

HORSEPOWER

ISOLATED GROUND

THOUSAND CIRCULAR MILS

KILOVOLT

KILOVOLT AMPS

KILOVOLT AMPS REACTIVE

KILOWATT HOUR.

KILOWATT

LONG TIME, SHORT TIME, INSTANTANEOUS,

AND GROUND FAULT PROTECTION

METAL CLAD

MOTOR CONTROL CENTER

MINIMUM

MANHOLE

MIXED MEDIA

MANUAL TRANSFER SWITCH

MEGAVOLT AMPS

NORMALLY CLOSED

NEUTRAL

NOT APPLICABLE

NATIONAL ELECTRICAL CODE

NATIONAL ELECTRICAL MANUFACTURERS

ASSOCIATION

NEUTRAL

NATIONAL FIRE PROTECTION ASSOCIATION

NOT IN CONTRACT

NORMAL

NORMALLY OPEN

OVERHEAD

POLE

PUBLIC ADDRESS

PHASE

POWER MONITORING AND CONTROL SYSTEM

RIGID GALVANIZED STEEL CONDUIT

SECURITY

SURGE PROTECTIVE DEVICE

SWITCH

TEMPORARY

TELEPHONE TERMINAL BOARD

TELEVISION

TRANSIENT VOLTAGE SURGE SUPPRESSER

TYPICAL

UNDER COUNTER

UNDERGROUND

UNDERGROUND ELECTRIC

UNDERWRITERS' LABORATORIES

UNLESS OTHERWISE NOTED

VOLTS, VOLTAGE

WIRE

WEATHERPROOF AND GFCI

WEATHERPROOF

TRANSFORMER

TRANSFER

VARIABLE FREQUENCY DRIVE

UNINTERRUPTABLE POWER SUPPLY

ACCU AIR COOL CONDENSER UNIT

AHU AIR HANDLING UNIT

AMP AMPERE

BKBD BACKBOARD

DIA DIAMETER

DWG DRAWING

EMT

ELECTRICAL METALLIC TUBING

EWC

ELECTRIC WATER COOLER

EF

EXHAUST FAN

FLA

FLUOR

FULL LOAD AMPERES

FLUORESCENT

FSS FUSIBLE SAFETY SWITCH

HH HANDHOLE

HID HIGH INTENSITY DISCHARGE

HPF HIGH POWER FACTORY

INCAND INCANDESCENT

IMC INTERMEDIATE METAL CONDUIT

BLANK FOR NORMAL POWER

G = GFCI RATED

IG = ISOLATED GROUND

T= TAMPERPROOF

WG    = WEATHERPROOF AND GFCI

THOUSAND AMPERE INTERRUPTING CAPACITY

JUNCTION BOX

JB 

KAIC    

LIGHTING
LTG

MT MOUNT

MTD MOUNTED

MTG MOUNTING

NFSS

NON-FUSIBLE SAFETY SWITCH

NOT TO SCALE
NTS

ON CENTER

O.C.

PB
PULL BOX

PNL
PANEL

RECEPTACLE

REQ'D

REC

REQUIRED

ROOF TOP UNITRTU

SELF-CONTAINEDSC

SOLID NEUTRALSN

SWITCHBOARD

SWITCHGEAR

SWBD

SWGR

TAMPER
T

THRU-THE-WALL UNIT
TWU

W/ WITH

SD
DUCT SMOKE DETECTOR

MAX MAXIMUM

HATCHING INDICATES EMERGENCY LIGHTING.

HATCH WILL BE MODIFIED FOR EACH

LUMINAIRE TYPE.

RECESSED MOUNTED LUMINAIRE. SMALL CASE

"a" DENOTES SWITCHING, NUMBER "3" DENOTES

BRANCH CIRCUITING. SYMBOL "A" DENOTES

LUMINAIRE TYPE

SURFACE MOUNTED LUMINAIRE.

LUMINAIRE TYPE AS INDICATED ON PLANS

LINEAR DIRECT/INDIRECT LUMINAIRE. CABLE

OR STEM MOUNTED

EXIT LUMINAIRE. SHADED SIDE INDICATES

FACE SIDE. PROVIDE DIRECTIONAL ARROW(S)

AS INDICATED ON PLANS

DOUBLE FACE EXIT LUMINAIRE. SHADED SIDE

INDICATES FACE SIDE. PROVIDE DIRECTIONAL

ARROW(S) AS INDICATED ON PLANS

EMERGENCY BATTERY PACK LUMINAIRE

(BUG-EYE/FROG-EYE)

DEVICE INDICATOR LETTER. "X" EQUALS

DESIGNATION BELOW (TYPICAL FOR

MOST SWITCH TYPES):

WALL MOUNTED OCCUPANCY SENSOR; TYPE

AS INDICATED ON PLANS

CEILING MOUNTED OCCUPANCY SENSOR; TYPE

AS INDICATED ON PLANS

DAY-LIGHTING SENSOR; TYPE AS INDICATED

ON PLANS

ROOM CONTROLLER; TYPE AS INDICATED

ON PLANS

4 PORT FLOOR BOX WITH A/V. REFER TO J-BOX

SCHEDULE ON 600 SERIES SHEETS.

A/V JUNCTION BOX. REFER TO J-BOX SCHEDULE

ON 600 SERIES SHEETS.

A/V J- BOXES STACKED VERTICALLY. REFER TO

J-BOX SCHEDULE ON 600 SERIES SHEETS.

COMBINATION CLOCK/SPEAKER. MOUNTED

ABOVE AND CENTER TO WRITING/TACK BOARD

CEILING MOUNTED A/V JUNCTION BOX. REFER TO

J-BOX SCHEDULE ON 600 SERIES SHEETS.

ELECTRICAL

SYMBOLS,

LEGEND AND

ABBREVIATIONS
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AAAAA
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B
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A

A

C

J

J C

D D

J1

E

E

E

E

E

E

C

EXA

EXA

EXA

EXA

EXA

EXA

EXA 1

EXA

EXA

EXA

EXA

B

A

G

HP-5

HP-1

HP-3

EHP-9

EHP-11

EHP-1

PANEL "HP"

PANEL "EHP"

 EXISTING JUNCTION

BOX FOR SECURITY

EMERGENCY CALL

BEACON

A

A

A

B
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E-201

LIGHTING PLAN GROUND LEVEL 

1/8" = 1'-0"

E-201

1

TRUE NORTH

N

S

W

E

GENERAL  NOTES:

1. SEE E-501 FOR LIGHTING FIXTURE SCHEDULE.

KEY NOTES:

PROVIDE NEMA 3R J-BOX TO EXTEND POWER TO

ADJACENT FIXTURES.

ALL CONDUIT  FROM J-BOX TO NEW LIGHT FIXTURES

SHALL BE SURFACE MOUNTED RIGID GALAVANIZED

STEEL.

EXISTING SWITCH TO REMAIN.

EXISTING SOURCE PANELBOARD FOR EXISTING

LIGHTING CIRCUITS.

1
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1 2

1 2

1 2

1 2

1 2

1 2
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LIGHTING PLAN

LEVEL 1

E-202

LIGHTING PLAN LEVEL 1 

1/8" = 1'-0"

E-202
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N

S
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GENERAL  NOTES:

1. SEE E-501 FOR LIGHTING FIXTURE SCHEDULE.

KEY NOTES:

PROVIDE NEMA 3R J-BOX TO EXTEND POWER TO ADJACENT

FIXTURES.

ALL CONDUIT  FROM J-BOX TO NEW LIGHT FIXTURES SHALL BE

SURFACE MOUNTED RIGID GALAVANIZED STEEL.
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LIGHTING PLAN

LEVEL 2

E-203

LIGHTING PLAN LEVEL 2 

1/8" = 1'-0"

E-203

1

TRUE NORTH

N

S

W

E

KEY NOTES:

EXISTING  POLE-MOUNTED LUMINAIRES SHALL BE REPLACED WITH A LED  EQUIVALENT.

PROVIDE MOUNTING  ADAPTER FOR LUMINAIRE THAT WILL ENABLE SECURE MOUNTING ON THE

EXISTING POLE. ADAPTER COLOR SHALL MATCH POLE.

PROVIDE NEMA 3R J-BOX FOR EXTENSION OF NEW WIRING AND CONDUIT TO NEW FIXTURE. ALL

EXPOSED CONDUIT  FROM J-BOX TO LIGHTING FIXTURE SHALL BE RIGID GALAVANIZED STEEL.

1

2

3

3

3

21

TYP.

GENERAL  NOTES:

1. SEE E-501 FOR LIGHTING FIXTURE SCHEDULE.

2. EXISTING PHOTOCELL TO REMAIN.
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LIGHTING PLAN GROUND LEVEL 

1/8" = 1'-0"

E-204
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S
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E

GENERAL  NOTES:

1. SEE E-501 FOR LIGHTING FIXTURE SCHEDULE.

2. REUSE EXISTING J-BOX FOR NEW LIGHT FIXTURE

IF IT IS IN A GOOD CONDITION.

KEY NOTES:

PROVIDE NEMA 3R J-BOX TO EXTEND POWER TO

ADJACENT FIXTURES.

ALL CONDUIT  FROM J-BOX TO NEW LIGHT FIXTURES

SHALL BE SURFACE MOUNTED RIGID GALAVANIZED

STEEL.

EXISTING SOURCE PANELBOARD FOR EXISTING

LIGHTING CIRCUITS.

MOUNT BOTTOM OF WALL FIXTURE AT 10'-0" AFF

MOUNT BOTTOM OF SUSPENDED FIXTURE AT

12'-0" AFF.

MOUNT NEW  SUSPENDED FIXTURE TO AVOID ANY

CONFLICT WITH EXISTING CHILLER PIPING AND OTHER

EQUIPMENT. BOTTOM OF LIGHT FIXTURE SHALL BE

MATCH THE BOTTOM OF CHILLER PIPING.
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